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INDUSTRIAL FIXTURES 




WORKS AT BURRAGE. MASS. 



I NCORPORATED in 1881, Wheeler Reflector Com- 
pany has for over forty-four years devoted its ener- 
gies to the exclusive manufacture of Illuminating 
Fixtures. ® ® ® ® ® ® 

The growth of the company has been steady, until today 
the plant comprises three large buildings, well arranged 
for the manufacture of reflectors. ® ® The Press 

Shop is equipped with many large presses, lathes, weld- 
ing machines, etc., necessary for the forming opera- 
tions. h h In the Enameling Department may 
be found modern furnaces using oil as a fuel, up-to-date 
spraying devices, and other equipment used for high- 
grade porcelain enameling. ® ® 

These facilities permit the prompt and efficient execu- 
tion of all orders and the maintaining of the same high- 
quality standard that has always characterized Wheeler 
products. 



Wheeler Reflector Company 

275 CONGRESS STREET ■ ■ BOSTON, MASS. 



May y 1926 




THE “H” GROUP — R. L. M. STANDARD DOME 
Porcelain Enameled Steel — White Inside, Green Outside 




For General Illumination 

This Reflector presents a con- 
tinuous surface so proportioned 
that with a corresponding Mazda 
lamp, the filament center will 
be cut off from view at an 
angle of 1 degrees below the horizontal, 
giving a wide light distribution with avoid- 
ance of undue concentration of light 
immediately below the unit and an average 
efficiency of 75 per cent of the light gen- 
erated by the bare lamp. 




Canopy “R” 




Canopy “S” 



With Enameled Steel Canopies “R,” having copper screw 
ring which engages threaded collar on Reflector made for 
it, and medium or Mogul base sockets attached 



No. 


Diam. 


Wattage and Base 


Pkg. 


Ship. 






Mazda Lamps 




Wt. Lbs. 


HR60 


12" 


60 


Medium 


10 


35 


HR100 


12" 


100 


Medium 


10 


35 


HER150 


14" 


150 


Medium 


10 


45 


HER200 


16" 


200 


Medium 


10 


55 


HER500 


18" 


300, 500 


Mogul 


5 


45 


HER1000 


20" 


750, 1000 


Mogul 


5 


55 


With Copper Canopies “Y” 


having screw thread which 


engages 


threaded 


neck on ! 


Reflector made for 


it, and 




medium 


or Mogul base sockets attached 




HY60 


12" 


60 


Medium 


10 


30 


HY100 


12" 


100 


Medium 


10 


30 


HEY 150 


14" 


150 


Medium 


10 


40 


HEY200 


16" 


200 


Medium 


10 


50 


HEY500 


18" 


300, 500 


Mogul 


5 


40 


HEY 1000 


20" 


750, 1000 


Mogul 


5 


50 


With Steel Canopies “S” Enameled in 


one piece with 


Reflector 


and medium or Mogul base 


sockets 


attached 


HS60 


12" 


60 


Medium 


10 


35 


HS100 


12" 


100 


Medium 


10 


35 


HES150 


14" 


150 


Medium 


10 


45 


HES200 


16" 


200 


Medium 


5 


35 


HES500 


18" 


300, 500 


Mogul 


5 


45 


HES1000 


20" 


750, 1000 


Mogul 


5 


55 



Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 



Schedule R 
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THE “H” GROUP — R. L. M. STANDARD DOME — (Continued) 

With Clamp Strap Holders (J) to fit Brass Shell Sockets 




Holder “J” 




Holder “O’ 




Holder “K 




Collar “C” 



No. 


Diam. 


Wattage and Base 
Mazda Lamps 


Pkg. 


Shpg. 
Wt. Lb 


|HJ25 


10" 


25 


Medium 


10 


15 


HJ60 


12" 


60 


Medium 


10 


25 


HJ100 


12" 


100 


Medium 


10 


25 


HEJ150 


14" 


150 


Medium 


10 


35 


HE J 200 


16" 


200 


Medium 


10 


45 


With Holders (0) to fit Porcelain Weatherproof Sockets 


|HQ25 


10" 


25 


Medium 


10 


15 


HQ60 


12" 


60 


Medium 


10 


25 


HQ100 


12" 


100 


Medium 


10 


25 


HEQ150 


14" 


150 


Medium 


10 


35 


HEQ200 


16" 


200 


Medium 


10 


45 


With Holders (K) to fit Arrow Aluminum Sockets 


|HK25 


10" 


25 


Medium 


10 


15 


HK60 


12" 


60 


Medium 


10 


25 


HK100 


12" 


100 


Medium 


10 


25 


HEK150 


14" 


150 


Medium 


10 


35 


HEK200 


16" 


200 


Medium 


10 


45 



With Collars (C) to fit Standard Holders 



fHC25 


10" 


25 


Medium 


10 


HC60 


12" 


60 


Medium 


10 


HC100 


12" 


100 


Medium 


10 


HEC150 


14" 


150 


Medium 


10 


HEC200 


16" 


200 


Medium 


10 


HEC500 


18" 


300, 500 


Mogul 


5 


HEC 1000 


20" 


750, 1000 Mogul 


5 



15 

25 

25 

35 

45 

40 

50 



Holders. For 10" to 16" HC reflectors use standard 2 ) 4 " holders, 
or Canopy “S” 2 ) 4 !' with medium base sockets attached. For 18" and 
20" HEC reflectors use Canopy “S” 3 ) 4 " with Mogul base sockets 
attached. 

Shurlock and Pull Chain Sockets for R, Y and S Canopies listed on page 26. 

f Note: These reflectors are designed especially to accommodate Mazda Mill Type Lamps 
in P-19 bulbs. 

Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 




THE “P” GROUP — STANDARD BOWL 



Porcelain Enameled Steel — White Inside, Green Outside 




Light Distribution 



For Localized Lighting 

Characteristic Features. A 

Reflector deep enough to cover 
the entire lamp, and designed 
to concentrate the light within 
limited areas. The larger sizes 
are used to light areas accessible 
only from the greater heights. 
All the light confined within a zone 60° from 
the vertical, and the greatest values within 
50°. 

For Work Benches, Lathes, Presses, 
Shapers, Looms, Sewing and Knitting Ma- 
chines, etc. The “P” Group in Porcelain 
Enamel is particularly serviceable in Paper 
Mills, Chemical Works, Dye Houses, etc., 
where moist or acid atmospheres quickly 
disintegrate painted reflectors. 




With Enameled Steel Canopies “R,” having copper screw ring 
which engages threaded collar on Reflector made for it, and 
medium or Mogul base sockets attached 



No. 


Diam. 


Wattage and Base 
Mazda Lamps 


Pkg. 


Shpg. 
Wt. Lbs. 


PR100 


8" 


100 


Medium 


10 


40 


PER150 


9" 


150 


Medium 


10 


40 


PER200 


10" 


200 


Medium 


10 


45 


PER500 


12" 


300, 500 


Mogul 


5 


35 


PER1000 


IS" 


750, 1000 


Mogul 


5 


40 


With Steel Canopies “S” Enameled in one piece with Reflector 
and medium or Mogul base sockets attached 


PS60 


7" 


50, 60 


Medium 


10 


25 


PS100 


8" 


100 


Medium 


10 


35 


PES150 


9" 


150 


Medium 


10 


35 


PES200 


10" 


200 


Medium 


10 


40 


*PES500 


12" 


300, 500 


Mogul 


5 


35 


*PES1000 


15" 


750, 1000 


Mogul 


5 


40 



Canopy “S” 



* Separate Canopy with Copper Over-Collar for Reflector 



Shurlock Sockets — medium base — can be fitted (as shown on page 26) to 



PS60, 100 and PES200 only. List extra $0.40 

Pull Chain Sockets — - medium base — can be fitted (as shown on page 26) to 
all reflectors with Canopies “R” and “S.” List extra .70 

Supports, Stems and Brackets listed on page 27. 



Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 



Schedule R 
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THE “P’ 



Holder “J” 



Holder “0” 



Holder “K” 



Collar “C” 



A 



No. 260 



GROUP — STANDARD BOWL — (Continued) 

With Clamp Strap Holders (J) to fit Brass Shell Sockets 




No. 


Diam. 


Wattage and Base 
Mazda Lamps 


Pkg. 


Shpg. 
Wt. Lbs 


fPJ25 


5" 


25, 40 


Medium 


10 


8 


PJ60 


7" 


50, 60 


Medium 


10 


12 


PJ100 


8" 


100 


Medium 


10 


15 


PEJ150 


9" 


150 


Medium 


10 


20 


PE J 200 


10" 


200 


Medium 


10 


25 





With Holders (0) to fit Porcelain Weatherproof Sockets 

8 

12 
15 
20 
25 



8 

12 

15 

20 

25 



fPQ25 


5" 


25, 40 


Medium 


10 


PQ60 


7" 


50, 60 


Medium 


10 


PQ100 


8" 


100 


Medium 


10 


PEQ150 


9" 


150 


Medium 


10 


PEQ200 


10" 


200 


Medium 


10 


With Holders (K) to fit Arrow Aluminum 


Sockets 


fPK25 


5" 


25, 40 


Medium 


10 


PK60 


7" 


50, 60 


Medium 


10 


PK100 


8" 


100 


Medium 


10 


PEK150 


9" 


150 


Medium 


10 


PEK.200 


10" 


200 


Medium 


10 



With Collars (C) to fit Standard Holders 




10 

10 

10 

10 

10 

5 

5 



8 

12 

15 

20 

25 

20 

25 



|PC25 5" 25, 40 Medium 

PC60 7" 50, 60 Medium 

PC 8" 100 Medium 

PEC 9" 150 Medium 

PEC200 10" 200 Medium 

PEC500 12" 300, 500 Mogul 

PEC1000 15" 750, 1000 Mogul 

Holders. For 5" to 10" PC and PEC Reflectors use standard 2 Y±' 
Holders, or Canopy “S” 2 l A" with Medium base sockets attached. For 
12" and 15" PEC Reflectors use Canopy “S” 3)4" with Mogul base 
sockets attached. 

SEWING MACHINE REFLECTORS 
for Localized Lighting of Sewing Machines, etc. 

With Clamp Strap Holders (J) to fit Brass Shell Sockets 
Porcelain Enameled Steel — White Inside 
f260 3%" 25, 50 Medium 10 5 

Paint Enameled Steel — Aluminum Inside 
j261 3 %" 25, 50 Medium 10 5 

| Note: These reflectors are designed especially to accommodate Mazda Mill Type Lamps 
in P-19 bulbs. 

Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 



Schedule R 



= lch£kr~ 

THE “W” GROUP — WIDE 



Porcelain Enameled Steel — White Inside, Green Outside 







Canopy “S” 



Holder “J” 




Holder “Q” 




Collar “C” 



With Enameled Steel Canopies “R,” having copper screw ring 
which engages threaded collar on Reflector made for it, and 
medium base sockets attached 



No. 


Diam. 


Wattage 


and Base 


pk g . 


Shpg. 






Mazda Lamps 




Wt. Lbs. 


WR60 


12" 


50, 60 


Medium 


10 


40 


WR100 


12" 


100 


Medium 


10 


40 


WER150 


15" 


150 


Medium 


10 


45 


With Steel Canopies 


“S” Enameled in one piece with Reflector 




and medium base sockets attached 




WS60 


12" 


50, 60 


Medium 


10 


35 


WS100 


12" 


100 


Medium 


10 


40 


WES150 


15" 


150 


Medium 


10 


40 


With Clamp Strap Holders (J) to fit Brass Shell Sockets 


WJ40 


10" 


25, 40, 50 


Medium 


10 


20 


WJ60 


12" 


50, 60 


Medium 


10 


30 


WJI00 


12" 


100 


Medium 


10 


35 


WEJ150 


15" 


150 


Medium 


10 


35 


With Holders (0) to fit Porcelain Weatherproof 


Sockets 


WQ40 


10" 


25, 40, 50 


Medium 


10 


20 


WQ60 


12" 


50, 60 


Medium 


10 


30 


WQ100 


12" 


100 


Medium 


10 


35 


WEQ150 


15" 


150 


Medium 


10 


35 




With Collars (C) to fit Standard Holders 




WC40 


10" 


25, 40, 50 


Medium 


10 


20 


WC60 


12" 


50, 60 


Medium 


10 


30 


WC100 


12" 


100 


Medium 


10 


35 


WEC150 


15" 


150 


Medium 


10 


35 



Reflectors in Group “W,” for medium base lamps, can be supplied 
with Holders “K” attached in place of Holders “J”; and when so 
furnished may. be designated as WK40, etc., to take the list price of 
the corresponding WJ sizes. 

Holders. For 10" to 15" WC Reflectors use standard 2J4" holders, 
or Canopy “S” with medium base sockets attached. 



Reflector ratings up'to and including 100-watt sizes are for Inside Frost Lamps 



Schedule R 
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THE “D” GROUP — SHALLOW DOME 
Porcelain Enameled Steel — White inside, Green outside 




Group “D’ ? — Shallow Dome — * 
Reflectors are primarily intended 
for the lighting of exteriors such as 
Railroad Station Platforms, Load- 
Light Distribution [ n g Platforms, Yard Lighting, or 
for indoor use when the lighting units are 
hung well above the normal vision and 
mechanical or industrial operations are not 
carried on continuously, as in Freight Sheds, 
Storage Warehouses, etc. 




Canopy “R” 




Canopy “S” 




Collar “C” 



With Enameled Steel Canopies “R,” having copper screw ring which engages 
threaded collar on Reflector made for it, and medium base sockets attached 



No. 


Diam. 


Wattage and Base 
Mazda Lamps 


Pkg. 


Shpg. 
Wt. Lbs, 


DR25 


10" 


25, 40 


Medium 


10 


35 


DR50 


12" 


50 


Medium 


10 


40 


DR60 


14" 


60 


Medium 


10 


45 


DR100 


14" 


100 


Medium 


10 


45 


DER150 


16" 


150, 200 


Medium 


10 


50 



With Steel Canopies “S” Enameled in one piece with Reflector and medium 

base sockets attached 



DS25 


10" 


25, 40 


Medium 


10 


35 


DS50 


12" 


50 


Medium 


10 


40 


DS60 


14" 


60 


Medium 


10 


45 


DS100 


14" 


100 


Medium 


10 


45 


DES150 


16" 


150, 200 


Medium 


10 


50 




With Clamp Strap Holders (J) to fit Brass Shell Sockets 




DJ25 


10" 


25, 40 


Medium 


10 


20 


DJ50 


12" 


50 


Medium 


10 


30 


DJ60 


14" 


60 


Medium 


10 


40 


DJ100 


14" 


100 


Medium 


10 


40 


DEJ150 


16" 


150, 200 


Medium 


10 


50 




With Holders (Q) to 


fit Porcelain Weatherproof Sockets 




DQ25 


10" 


25, 40 


Medium 


10 


20 


DQ50 


12" 


50 


Medium 


10 


30 


DQ60 


14" 


60 


Medium 


10 


40 


DQ100 


14" 


100 


Medium 


10 


40 


DEQ150 


16" 


150, 200 


Medium 


10 


50 




With Collars (C) to fit Standard Holders 






DC25 


10" 


25, 40 


Medium 


10 


20 


DC50 


12" 


50 


Medium 


10 


30 


DC60 


14" 


60 


Medium 


10 


40 


DC100 


14" 


100 


Medium 


10 


40 


DEC150 


16" 


150, 200 


Medium 


10 


50 



Reflectors in Group “D,” for medium base lamps, can be supplied with Holders 
“K” attached in place of Holders “J”; and when so furnished may be designated as 
DK40, etc., to take the list price of the corresponding DJ sizes. 

Holders. For 10" to 16" DC Reflectors use Standard 2J4" holders, or Canopy 
“S” 2 ^ 4 " with medium base sockets attached. 



Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 



Schedule R 
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THE “N” GROUP— 30° STANDARD ANGLE 



Porcelain Enameled Steel — White inside, Green outside 





For Special Illumination 

Characteristic Features. A Re- 
flector with support set so that with 
Distribution the lam P hanging perpendicularly, the 
skirt of the reflector is tilted at an 
angle of 30° to project the light over a plane that 
cannot be adequately illuminated from a unit 
hung directly above it. 

The smaller units for use over Screw, Milling 
and General Automatic Machines, Lathes, Drills, 
Presses, etc., and wherever a vertical plane must 
be lighted from the side. The larger sizes with 
canopies attached, for spot or side lighting on 
Stages, for Photographic Studio work, for Tennis 
Courts, Bowling Greens, Bathing Beaches, and 
for Rolling Mills, Foundries, Erecting Shops 
(with high ceilings and moving cranes) set on 
brackets on the side walls. 




Canopy “S” 




Holder “J” 



With Enameled Steel Canopies “R,” having copper screw ring which 
engages threaded collar on Reflector made for it, and Medium or 
Mogul base sockets attached 



No. 


Diam. 


Wattage and Base 
Mazda Lamps 


Pkg. 


Shpg. 
Wt. Lbs. 


NR100 


8" 


100 


Medium 


10 


35 


NER150 


10" 


150, 200 


Medium 


10 


35 


NER500 


12" 


300, 500 


Mogul 


5 


30 


NER1000 


15" 


750, 1000 


Mogul 


5 


40 


With Steel 


Canopies “S” 
Medium or 


Enameled in one piece with Reflector and 
Mogul base sockets attached 


NS60 


8" 


50, 60 


Medium 


10 


30 


NS100 


8" 


100 


Medium 


10 


30 


NES150 


10" 


150, 200 


Medium 


10 


35 


*NES500 


12" 


300, 500 


Mogul 


5 


30 


*NES1000 


15" 


750, 1000 


Mogul 


5 


40 



*Separate Canopy with Copper Over-Collar for Reflector 



With Clamp Strap Holders (J) to fit Brass Shell Sockets 



NJ40 


7" 


25, 40 


Medium 


10 


15 


NJ60 


8" 


50, 60 


Medium 


10 


20 


NJ100 


8" 


100 


Medium 


10 


25 


NEJ150 


10" 


150, 200 


Medium 


10 


30 



Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 



Schedule R 
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THE “N” GROUP — 30° STANDARD ANGLE — (Continued) 




Holder “Q” 




Holder “K” 



Collar “C” 




With Holders (0) to fit Porcelain Weatherproof Sockets 



No. 


Diam. 


Wattage and Base 


pk g . 


Shpg. 






Mazda Lamps 




Wt. Lbs. 


NQ40 


7" 


25, 40 


Medium 


10 


15 


NQ60 


8" 


50, 60 


Medium 


10 


20 


NQ100 


8" 


100 


Medium 


10 


25 


NEQ150 


10" 


150, 200 


Medium 


10 


30 




With Holders (K) to fit Arrow Aluminum Sockets 




NK.40 


7" 


25, 40 


Medium 


10 


15 


NK60 


8" 


50, 60 


Medium 


10 


20 


NK100 


8" 


100 


Medium 


10 


25 


NEK150 


10" 


150, 200 


Medium 


10 


30 




With Collars (C) to fit Standard Holders 




NC40 


7" 


25, 40 


Medium 


10 


15 


NC60 


8" 


50, 60 


Medium 


10 


20 


NC100 


8" 


100 


Medium 


10 


25 


NEC150 


10" 


150, 200 


Medium 


10 


30 


NEC500 


12" 


300, 500 


Mogul 


5 


20 


NEC1000 


15" 


750, 1000 


Mogul 


5 


30 


Holders. For 7" to 


10" NC Reflectors use standard 234" 


holders or 



Canopy “S” 234 " with medium base sockets attached. For 12" and IS" 
NEC Reflectors use Canopy “S” 334" with Mogul base sockets attached. 

45° ANGLE REFLECTORS 

For Lighting Tennis Courts and other Recreation Grounds 
with Multiple Mazda Lamps 

2371 15" 200 Medium 10 30 

2372 IS" 300, 500 Mogul 10 35 

Shurlock Sockets — medium base — can be fitted (as shown on page 26) 

to NES60 and 100 only. List extra $0.40 

Pull Chain Sockets — medium base — can be fitted (as shown on 
page 26) to all reflectors with Canopies “R” and “S.” List extra $0.70 



SHALLOW CONE PORCELAIN ENAMELED STEEL REFLECTORS 



White inside, Green outside — for Mazda Lamps 




With Steel Canopies “S” enameled in one piece with 
Reflector and medium base sockets attached 



No. 


Diam. 


Wattage and Base 
Mazda Lamps 


Pkg. 


Shpg. 
Wt. Lbs. 


2242 


14" 


50, 60 


Medium 


10 


45 


2249 


14" 


100 


Medium 


10 


45 


2245 


16" 


150 


Medium 


10 


50 


2248 


18" 


200 


Medium 


5 


45 



Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 
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WHEELER “DUREX” LINE 




Easily Wired — Easily Installed 
Durable — Economical 

“DUREX” CANOPY CONSTRUCTION 
Has Same Principles as Wheeler “R” Canopy 

The Wheeler “Durex” Canopy embodies all the principles 
of the Wheeler “R” Canopy now so widely used by Rail- 
roads and Industrial Plants throughout the country. 

Shorter Dimensions Allow Easier Wiring 
and Installation 



Durex Standard Cast Canopy 




Durex R. L. M. Type Reflector 



The “Durex” Canopy, however, is smaller in diameter 
and much shorter in height, measuring only lVs // . This 
construction means that the entire socket is wholly exposed 
during operations, so that it is very easily wired. An added 
feature is that the socket can be applied in the Shop, allow- 
ing much easier installation. 

Copper Screw Ring and “Hex” Construction 

The “Durex” Canopy has the Wheeler type of Copper 
Screw Ring which engages the porcelain enamel threads on 
the reflector especially made for it — and the Wheeler 
“Hex” shoulder is embodied in the top of the canopy to 
act as the ready means for tightening on conduit. Canopy 
is tapped for W pipe. 




Durex Shallow Dome Type Reflector 



Efficiency and Economy of the “Durex” Canopy 

The saving of time it allows, its convenience, and its 
remarkable efficiency make the Wheeler “Durex” line one 
of the most economical assemblies produced today. 

“DUREX” OUTLET BOX CANOPY 

This is made for attachment to outlet box, having a 
distance between screw holes of 33^ /r . 

The “Durex” Cast Outlet Box Canopy can be furnished 
for boxes with two or four screws. 

The shortness of the height of this canopy, like the one 
described above, allows the socket to be exposed during 
wiring operations. It also is fitted with a copper screw ring 
to engage the porcelain enameled threaded neck of the 
reflector. 




DUREX COMBINATIONS 

Reflectors with Canopies 



The Catalog 
Numbers Given 
on This Page Are 
for Reflectors 
on Right in Com- 

BINATION WITH 

Canopies and 
Sockets Shown 
Below 




-Am * 



Durex Standard 
Cast Canopy 




Durex Cast 
Outlet Box Canopy 




Durex 

Pendant Canopy 




Durex R. L. M. Type 
Reflector, Group “H” 




Durex Shallow Dome Type 
Reflector, “D” Group 



Cat. 

No. 


Diam. 


Lamp 

Watts 


Sched- 

ule 


Std. 

Pkg. 


Shpg. 

Wt. 

Lbs. 


Cat. 

No. 


Diam. 


Lamp 

Watts 


Sched- 

ule 


Std. 

Pkg. 


Shpg. 

Wt. 

Lbs. 


1210 


10" 


25 , 40 


Med. 


10 


40 


1220 


10" 


25 , 40 


Med. 


10 


40 


1211 


12" 


60 


Med. 


10 


45 


1221 


12" 


60 


Med. 


10 


45 


1212 


12" 


100 


Med. 


10 


50 


1222 


12" 


100 


Med. 


10 


50 


*1214 


14" 


150 


Med. 


10 


55 


*1224 


14" 


150 


Med. 


10 


55 


1216 


16" 


200 


Med. 


5 


40 


1226 


16" 


200 


Med. 


10 


60 


1218 


18" 


300, 500 


Mog. 


5 


45 


1228 


18" 


300, 500 


Mog. 


5 


45 


1230 


10" 


25 , 40 


Med. 


10 


45 


1240 


10" 


25 , 40 


Med. 


10 


45 


1231 


12" 


60 


Med. 


10 


55 


1241 


12" 


60 


Med. 


10 


55 


1232 


12" 


100 


Med. 


10 


60 


1242 


12" 


100 


Med. 


10 


60 


*1234 


14" 


150 


Med. 


10 


65 


*1244 


14" 


150 


Med. 


10 


65 


1236 


16" 


200 


Med. 


5 


45 


1246 


16" 


200 


Med. 


10 


75 


1238 


18" 


300, 500 


Mog. 


5 


50 


1248 


18" 


300, 500 


Mog. 


5 


50 


1270 


10" 


25 , 40 


Med. 


10 


35 


1280 


10" 


25 , 40 


Med. 


10 


35 


1271 


12" 


60 


Med. 


10 


40 


1281 


12" 


60 


Med. 


10 


40 


1272 


12" 


100 


Med. 


10 


45 


1282 


12" 


100 


Med. 


10 


45 


*1274 


14" 


150 


Med. 


10 


50 


*1284 


14" 


150 


Med. 


10 


50 


1276 


16" 


200 


Med. 


5 


40 


1286 


16" 


200 


Med. 


10 


55 



*100 Watt Inside Frost Lamps may be used with extension 

Wheeler Pull Chain Sockets furnished at an additional charge of $0.70 list 



Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 
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“VAPOLUX” FIXTURE 
Dustproof — Smokeproof — Vaporproof 





Wheeler Vapolux consists of a 
Galvanized Cast Iron Canopy, 
Porcelain Enameled Group “H” 
Reflector and special convex glass 
disc. 

The 100 and 200 watt sizes are 
used with a single-piece Cast Iron 
Canopy having a screw ring of suffi- 
cient size to allow the lamp to be 
replaced through neck of reflector. 

The glass is permanently at- 
tached to mouth of reflector. 

Interior surface is completely 
protected against smoke, dust, and 
vapor. Bulb is not exposed to dirt 
and socket is protected against cor- 
rosion. 

The entire unit is durably con- 
structed, and will successfully with- 
stand gas, vapor, and fumes that 
are so injurious to ordinary lighting 
units. 



No. 


Wt. Base 


Diam. 


Std. Pkg. 


Wt. Lbs. 


2427 


100 Medium 


14" 


2 


35 


2428 


ISO Medium 


14" 


2 


35 


2429 


200 Medium 


16M" 


2 


35 


2433 


300 Mogul 


m" 


1 


23 



Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 
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GLASSTEEL DIFFUSER 



A Porcelain Enameled Reflector, finished white inside and outside, Diffusing Globe with 
copper overcollar, and Canopy “R” with medium or mogul base socket attached. 




The Reflector is pierced in the upper sur- 
face to permit some light to pass upwards 
against the ceiling, and has an enameled 
threaded Collar which engages the copper 
screw ring rolled around the bead on the lower 
edge of the Canopy. Medium or mogul base 
sockets are screwed to yokes with hexagonal 
shoulders fitting hexagonal holes in the tops 
of the canopies and locked in position with 



lock nuts bearing on lead washers. Nozzles 
are tapped to receive stems of Iron 

Pipe. 

Diffusing Globes with Copper overcollars 
are supported by set screws in the necks of 
Reflectors. 

Spacing: Units should be spaced apart 
not more than \ 1 /l times the mounting height 
for uniform illumination. 



No. Diameter Wattage and Base Mazda Lamps Std. Pkg. Shpg. Wt. Lbs. 

1001 18" 100, 150 and 200 Medium 4 50 

1005 20" 300, 500 Mogul 4 65 

r 

No. 

1001 Fixture complete with 18" Reflector, 5" x 10" Globe, Canopy with medium base socket. 

1002 18" Reflector only, white inside and out. 

1003 Canopy “R,” medium only, white. 

1004 Diffusing Globe, 5" x 10" only (for replacements). 

1005 Fixture complete with 20" Reflector, 6" x 12" Globe, Canopy with Mogul base socket. 

1006 20" Reflector only, white inside and out. 

1007 Canopy “R,” mogul only, white outside. 

1008 Diffusing Globe, 6" x 12" only (for replacements). 

Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 
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“ISOLUX” SIGN REFLECTOR 
Porcelain Enameled Steel — Black Outside — White Inside 




SIDE VIEW FRONT VIEW 



LIGHT OUTLET 
100-200 Watt — 8" x II" 
300-500 Watt — 10V 2 " x 13V 2 " 



The rectangular Isolux light outlet con- 
forms generally with the shape of a poster 
panel and this allows its flat reflecting planes 
to throw the light over the entire board, 
lighting the corners and bottom of the board 
as well as the central areas. Because of this 
light distributing power fewer units are re- 



quired, thereby greatly reducing installation 
and maintenance costs. 

Isolux is Porcelain Enameled on heavy steel, 
body drawn in one piece, white inside, black 
outside, or can be finished in standard green 
when specified; it is provided with medium 
base sockets, and nozzle is threaded for \ / 2 t 
iron pipe. 



No. 


Wt. 


Base 


Lamps 


SPACING 
Height of Bd. 


Dist. Out 


Dist. Apart 


Pkg. 


Shpg. Wt. 
lbs. 


2373 


100 


Med. 


Inside Frost 


6 ft. to 10 ft. 


4 ft. 


6 ft. 


8 


35 


2374 


*100 


Med. 


Inside Frost 


6 ft. to 10 ft. 


6 ft. 


8 ft. 


8 


35 


2374 


150 


Med. 


Clear 


10 ft. to 14 ft. 


6 ft. 6 in. 


8 ft. 


8 


35 


2375 


200 


Med. 


Clear 


14 ft. to 18 ft. 


7 ft. 6 in. 


8 ft. 


8 


35 


2375 


200 


Med. 


Clear 


18 ft. to 22 ft. 


8 ft. 


8 ft. 


8 


35 


2377 


300 


Mog. 


Clear 


18 ft. to 22 ft. 


8 ft. 


10 ft. 


4 


60 


2377 


500 


Mog. 


Clear 


22 ft. to 26 ft. 


10 ft. 


14 ft. 


4 


60 


* 


100-Watt Inside Frost La 


mp used with JlT' 


' extension. 











Also used Outdoors, for lighting of: RAILROAD YARDS, SHIPPING PLATFORMS, SKATING RINKS, TENNIS 

COURTS, ATHLETIC FIELDS, EXTERIORS of BUILDINGS, BRIDGES, etc. 

Indoors, for: SIDELIGHTING in Foundries, Steel Mills, etc., where cranes or large working operations prevent over- 
head lighting, BOWLING ALLEYS, SUPPLY ROOM SHELVES, WINDOW DISPLAYS, AUTO EXHIBITS, CLOCKS AND 
BULLETINS, ROUNDHOUSES, etc. 

Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 
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TWO-LITE ISOLUX 

The Two-Lite Isolux is constructed on the same 
principles as the single-light Isolux, but is of larger 
dimensions and designed to accommodate two 200 watt 
lamps. 

Many sign owners prefer this reflector, which effec- 
tively eliminates the chances of a dark spot on the 
board when a lamp burns out. 

No. Wattage and Base Std. Pkg. Shpg. Wt. Lbs. 
2378 2-200 Medium 4 50 



Glass Frames for Isolux 

for 2373-2374-2375 only 



No. Size r Std. Pkg. 

175 Frame only 113^" x 8J^" 10 

176 Frame with clear glass 113^"x8J4" 10 

180 Frame with colored glass llj^" x 83^" 10 



Wire Guards for Isolux 

Size Std. Pkg. 

Wire guard with clip 8J^" x \ 10 

Wire guard with lock 8J4 r/ x ll}/£" 10 

Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 




WHEELER 

REFLECTOR 

COMPANY 



ISOLUX JUNIOR 

For Small Signs 

The Isolux Junior Reflector is similar in 
shape to the larger sizes of Isolux. It is, 
however, Smaller in size, its light outlet measuring 8" x 8". 
It is especially adapted for the lighting of small signs. 



ISOLUX JUNIOR AND SOCKET 



No. Wattage and Base Std. Pkg. Shpg. Wt. Lbs. 
2379 100 Medium 8 . 30 



As indicated in the cut, special fixtures for assembly 
with Isolux Junior can be made up, if desired. Prices 
on application. 





No. 

172 

174 
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K-7 WINDOW REFLECTOR 



Porcelain Enameled Steel — Gray Outside — White Inside 




Wheeler K-7 is so constructed as to be practically 
unbreakable. It is made of Porcelain Enameled Steel, 
the body drawn in one piece, finished in gray outside 
and white inside. The white enamel interior will not 
chip, peel or discolor with use. It gives off a clear, 
powerful light which the flat reflecting planes and rec- 
tangular light outlet distribute evenly over the display. 

K-7 is made in three sizes, to accommodate 100-150, 
and 200 watt lamps. 



No. 


Watt Lamp 


Std. Pkg. 


Shpg. 
Wt. Lbs. 


389 


100 


8 


20 


390 


150 


8 


20 


391 


200 


8 


20 



COLOR SCREENS FOR K-7 



For lighting window exhibits with color, Gelatine Screens are 
provided for use with Wheeler K-7. 

These are supplied in sets of four — one each of red, blue, green 
and amber. They are held in a frame that is firmly fitted to the 
mouth of the reflector by two springs. 

It is an adjustment that is easily attached or removed and 
one which greatly increases the beauty and attracting powers of 
any display. 




No. Std. Pkg. 

395 8 

Reflector ratings up to and including 100-watt sizes are for Inside Irost Lamps 
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MISCELLANEOUS REFLECTORS 

Porcelain Enameled Steel — White Inside, Green Outside 
with Collars to fit Standard Holders 




Shallow Bowl 




Flat 




Shallow Bowl Reflectors with Collars 

Shpg. 



No. 


Diam. 


Size Holder 


Pkg. 


Wt. Lbs 


253 


10" 


2W 


10 


8 


254 


12" 


m" 


10 


13 


255 


14" 


IVY 


10 


16 


262 


16" 


3^" 


10 


20 




Flat Reflectors with Collars 




925 


10" 


2YY 


10 


10 


927 


12" 


2YY 


10 


12 


928 


IS" 




10 


IS 




Cone Reflectors with Collars 




911 


8" x 4Y" deep 


2YY 


10 


10 


910 


10" x 4^" deep 


2YY 


10 


15 




Deep Bowl Reflectors with Collars 




256 


6" 


2M" 


10 


12 


257 


7" 


2M" 


10 


14 


258 


8" 


2M" 


10 


16 


259 


9" 


2YY 


10 


18 



Deep Bowl 




GLOBE HOLDERS — WEATHERPROOF 

Porcelain enameled steel, white inside and green outside. Medium 
or Mogul base sockets are secured to nozzles with Hexagonal shoulders 
fitting Hexagonal holes in the top of the Holder. Nozzles are threaded 
for Yl' pipe. 

Prices do not include Glassware. 



No. 

230 


Holder 


Wattage and Base 
Mazda Lamps 
Medium 


5" Fitter 


Std. 

Pkg. 

10 


231 


Holder 


Medium 


6" Fitter 


10 


232 


Holder 


Mogul 


6" Fitter 


5 



For 100 Watt Lamp use 5" x 6" or 6" x 8" Globe 
For 200 Watt Lamp use 5" x 8" or 6" x 8" Globe 
For 300 and 500 Watt Lamp use 6" x 10" Globe 



Sockets and fittings included to fit Yi" pipe 



Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 




WHEELER “1300” FIXTURES 



“1500” RAILROAD CANOPIES 




“1300” Canopy 
showing Screw Ring and 
Threaded Collar 



The controlling principle exhibited in Wheeler “1300” Railroad 
Fixtures consists of a substantial Galvanized Cast Canopy with a 
Copper Screw Ring rolled around a bead on the lower edge of the skirt 
which engages an Enameled Threaded Collar on the reflector made 
for it. Canopies threaded direct for }/£", or V/i" pipe. 

This serves as a Universal Fitting which, with either a Medium 
or a Mogul base multiple socket, firmly supports Wheeler Porcelain 
Enameled Steel Reflectors, in all sizes, to accommodate all multiple 
Mazda lamps, from the 25 watt lamp to the 1000 watt lamp. 

For lighting Station Platforms, Train and Freight Sheds and 
exposed locations where wires are run through conduits or brackets 
of iron pipe. 

The standard canopy without cross arms has a female thread 
for screwing to }/£" iron pipe nozzle or conduit, but may be supplied 
with or 11^" thread for bracket support, when so specified in 
ordering. 

Shpg. 

No. Pkg. Wt. Lbs. 

1325 With Medium base socket 10 30 

1330 With Mogul base socket 5 20 




Nos. 1326-7 





No. 1338 



WITH 3^" SIDE PORTS 

For Lyre Pole Top Brackets, 1 opening for wiring, plug used 
to seal opening. 

1326 With Medium base socket 10 30 

1327 With Mogul base socket 5 20 

1317 Plug for canopy, l}/£" 10 3 

WITH CROSS ARMS, THREAD 

For Platform and Yard lighting when supported by brackets 
with wires exposed. Cross arms with porcelain knobs and ports for 
wire entry with porcelain bushings. 

1324 With Medium base socket 10 40 

1329 With Mogul base socket 5 30 

WITH CROSS ARMS AND SUSPENSION LOOP 

Same as above but with loop for swinging suspension. 

1339 With Medium base socket 10 40 

1328 With Mogul base socket 5 30 

WITH INSULATED LOOP SUSPENSION 

With Porcelain Insulator and loop for swinging suspension. Wires 
enter ports with porcelain bushings to prevent abrasion of insulation 
on wires and grounding. 

1338 With Mogul base socket 5 20 



Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 
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“1301” Canopy 
Disassembled 




Outlet Box Canopy 
Nos. 1303, 1304 




Canopy “R” 
Nos. 1318, 1319 



“1300” INDUSTRIAL CANOPIES 

In the development of heavy duty fixtures for Machine Shops, 
Steel Mills and other manufacturing plants, use has been made of 
the combined features of the substantial Wheeler “1300” Canopy and 
Wheeler “Hex” Construction to accord a readier means of wiring. 

The Canopy consists of a heavy casting, hot galvanized to prevent 
corrosion, with a copper screw ring rolled around a bead on the lower 
edge of the skirt, to engage the enameled threaded collar on “1300” 
Reflectors. The sturdy Wheeler two-piece socket is attached to a 
cast yoke with a deep “Hex” shoulder fitting a “Hex” hole in the top 
of the canopy, and securely clamped by a lock nut. A soft lead washer 
between the lock nut and canopy makes a tight seal and prevents 
moisture seeping through to the inside. The socket nozzle has a female 



thread 


for y 2 " iron pipe. 








GALVANIZED 


CAST CANOPIES 


Shpg. 


No. 




Pkg. 


Wt. Lbs, 


1301 


With Medium base socket 


10 


30 


1302 


With Mogul base socket 


5 


20 




PAINT ENAMELED CAST CANOPIES 




1305 


With Medium base socket 


10 


30 


1306 


With Mogul base socket 


5 


20 



“1300” OUTLET BOX CANOPIES 

These Canopies are the same as the above but with the cover for 
standard 4" outlet box cast in one piece with the canopy, hot galvanized 
and with the copper screw ring attached. 



1303 

1304 



1307 

1308 



GALVANIZED CAST CANOPIES 

With Medium base socket 10 

With Mogul base socket 5 

PAINT ENAMELED CAST CANOPIES 

With Medium base socket 10 

With Mogul base socket 5 



30 

20 



30 

20 



“1300” PORCELAIN ENAMELED STEEL 
CANOPIES “R” 

For supporting reflectors in locations not exposed to severe operat- 
ing conditions and where it is desirable to have the canopy uniform in 
finish with the reflector. Copper screw ring to firmly support reflector 
made for it. Medium or Mogul base sockets attached. Nozzle 
female by male iron pipe thread. 

1318 With Medium base socket 10 20 

1319 With Mogul base socket 5 10 



Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 
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WHEELER “1300” REFLECTORS 

Porcelain Enameled Steel — White Reflecting Surface — Green 

Outside 

With Enameled Threaded Collar. For use with “1300” Canopies and 

Mazda Lamps 



Prices are for Reflectors only 




THE “H” GROUP 
R. L. M. STANDARD DOME 

With Screw Thread Collars, Without Canopies 




Group “H” and Characteristic 
Light Distribution 





Group “W” and Characteristic 
Light Distribution 





No. 


Diam. 


Wattage and Base 


Pkg. 


Shpg. 






Mazda Lamps 


Wt. Lbs. 


1380 


12" 


50, 60 


Medium 


10 


25 


1390 


12" 


100 


Medium 


10 


25 


1391 


14" 


150 


Medium 


10 


35 


1392 


16" 


200 


Medium 


10 


45 


1393 


18" 


300, 500 


Mogul 


5 


40 


1394 


20" 


750, 1000 


Mogul 


5 


50 






THE “W” 


GROUP 








With Screw Thread Collars, Without Canopies 




1331 


10" 


25, 40, 50 


Medium 


10 


20 


1332 


12" 


50, 60 


Medium 


10 


30 


1340 


12" 


100 


Medium 


10 


35 


1345 


15" 


150, 200 


Medium 


10 


35 






THE “D” 


GROUP 








With Screw Thread Collars, Without Canopies 




1355 


10" 


25, 40, 50 


Medium 


10 


20 


1356 


12" 


50, 60 


Medium 


10 


30 


1357 


14" 


60 


Medium 


10 


40 


1354 


14" 


100 


Medium 


10 


40 


1358 


16" 


150, 200 


Medium 


10 


50 


1373 


18" 


300, 500 


Mogul 


5 


40 



Group “D” and Characteristic 
Light Distribution 



Prices are for Reflectors only 



For Canopies see pages 20 and 21 



Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 
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“1300” REFLECTORS 

Porcelain Enameled Steel — White Reflecting Surface — Green 

Outside 

With Enameled Threaded Collar. For use with “1300” Canopies and 

Mazda Lamps 

THE “P” GROUP 

STANDARD BOWL 

With Screw Thread Collars, Without Canopies 




No. 

1361 

1366 



Group “P” and 


1367 


10 


Characteristic Light 
Distribution 


1377 


12 




1379 


15 




Group “N” and 
Characteristic Light 
Distribution 




Diam. Wattage and Base Pkg. Shpg. 

Mazda Lamps Wt. Lbs. 

8" 100 Medium 10 IS 

9" ISO Medium 10 20 

200 Medium 10 25 

" 300, 500 Mogul 5 20 

" 750, 1000 Mogul 5 25 



THE “N” GROUP 

STANDARD ANGLE 

With Screw Thread Collars, Without Canopies 



1375 


8" 


100 


Medium 


10 


30 


1381 


10" 


150, 200 


Medium 


10 


30 


1383 


12" 


300, 500 


Mogul 


5 


20 


1384 


15" 


750, 1000 


Mogul 


5 


30 






Prices are for Reflectors only 







For Canopies see pages 20 and 21 

VAPOR PROOF UNIT 

Without Reflector 



No. 


Inside 


Wattage and Base 


Pkg. 


Shpg. 




Diam. 


Mazda Lamps 




Wt. Lbs. 


2218 


396" 


100, 200 Medium 


10 


45 



Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 




“1300” GAS AND VAPOR PROOF FIXTURES 



Heavy Duty. For use with Mazda Lamps 



The characteristic of these Heavy Duty 
Fixtures is the Universal Fitting (provided in 
Wheeler “1300” Canopies) with which are 
assembled Groups “H,” “P” and “N” Re- 
flectors and Vapor Proof Globes. 

Wheeler Industrial Canopies, Nos. 1301 
and 1302, consist of Galvanized Castings with 
Copper Screw Rmgs to engage enameled 
threaded collars on the reflectors. For con- 
venient wiring, two-piece sockets are attached 
to yokes with “Hex” shoulders fitting “Hex” 
holes in the tops of the canopies and securely 



clamped in position by heavy lock nuts with 
lead washers to exclude moisture. Groups 
“H,” “P” and “N” reflectors with enameled 
threaded collars screw into the canopies and 
have interior aluminum screw rings attached 
to receive vapor proof globes and gaskets. 
Socket nozzles have female thread for }/£" iron 
pipe. Railroad Canopies (Nos. 1325 and 1330) 
or Outlet Box Canopies (Nos. 1303 and 1304) 
can be supplied in these assemblies without 
extra charge, when specified. 




Reflectors, Porcelain Enameled Steel — White Reflecting 
Surface, Green Outside 

Prices include complete assembly — Canopy , Socket, Reflector and Globe 





WITH 


GROUP 


“H” REFLECTORS 








STANDARD DOME 






No. 


Diam. 


Wattage and Base 
Mazda Lamps 


Pkg. 


Shpg. 
Wt. Lbs. 


1396 


12" 


100 


Medium 


10 


80 


1397 


14" 


150 


Medium 


10 


90 


1398 


16" 


200 


Medium 


10 


100 


1399 


18" 


300, 500 


Mogul 


5 


75 




WITH 


GROUP 


“P” REFLECTORS 





No. 1385 




No. 1388 



STANDARD BOWL 



1382 


9" 


150 


Medium 


10 


80 


1385 


10" 


200 


Medium 


10 


85 


1386 


12" 


300, 500 


Mogul 


5 


60 




WITH 


GROUP 


“N” REFLECTORS 








30° STANDARD ANGLE 






1387 


10" 


150 


Medium 


10 


85 


1388 


10" 


200 


Medium 


10 


90 


1389 


12" 


300, 500 


Mogul 


5 


65 



Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 
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GAS AND VAPOR PROOF FIXTURES 
For use with Mazda “C” Lamps 



Groups “H,” “P” and “N” Reflectors 
have Wheeler Canopy “S” (Solid) permanently 
attached and enameled in one piece with re- 
flectors. An inner aluminum shell is threaded 
to accommodate vapor proof globe and gasket. 
For convenient wiring, two piece sockets are 



attached to yokes with “Hex” shoulders fitting 
“Hex” holes in the tops of canopies and 
aluminum shells and securely clamped in 
position by lock nuts and washers. Socket 
nozzles have female thread j_for iron 

pipe. 




Reflectors, Porcelain Enameled Steel — White Reflecting 
Surface, Green Outside 

Prices include complete assembly — Canopy , Reflector , Socket and Globe 





WITH 


GROUP 


“H” REFLECTORS 








STANDARD DOME 






No. 


Diam. 


Wattage and Base 


pk g . 


Shpg. 






Mazda Lamps 




Wt. Lbs. 


2400 


12" 


100 


Medium 


10 


50 


2401 


14" 


ISO 


Medium 


10 


55 


2402 


16" 


200 


Medium 


10 


60 


2403 


18" 


300, 500 


Mogul 


5 


45 



WITH GROUP “P” REFLECTORS 

STANDARD BOWL 



2405 


9" 


150 


Medium 


10 


50 


2406 


10" 


200 


Medium 


10 


50 


2407 


12" 

WITH 


300, 500 Mogul 5 

GROUP “N” REFLECTORS 
30° STANDARD ANGLE 


35 


2410 


10" 


150 


Medium 


10 


50 


2411 


10" 


200 


Medium 


10 


55 


2412 


12" 


300, 500 


Mogul 


5 


40 



WITH SHALLOW CONE REFLECTORS 

r 

A galvanized casting, }/ 2 f female thread, riveted from below to 
canopy formed in one piece with 15" reflector and aluminum screw 
shell for v. p. globe and gasket. Medium base socket attached. The 
galvanized casting replaced with solid aluminum casting, for use imme- 
diately over vats with dense acid fumes. 

55 



2216 



15" 60 to 200 Medium 10 

Has Galvanized Cast Iron Fitting 
15" 60 to 200 Medium 10 

Has Cast Aluminum Fitting 



50 



2217 

No. 2216 

Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 





Canopy “R” 




Outlet Box Canopy “F” 




No. 1301 No. 1325 




Outlet Box Cover “O” 




No. 234 



STANDARD FITTINGS 

212 Canopy “S” 2J4", with medium base socket attached, }/%' 

female thread. 

213 Canopy “S” 3} 4", with medium base socket attached, y%" 

female thread. 

214 Canopy “S” 3} 4", with Mogul base socket attached, female 

thread. 

1318 Canopy “R,” with medium base socket attached, female 

thread. 

1319 Canopy “R,” with Mogul base socket attached, y 2 " female 

thread. 

215 Canopy “F,” with medium base socket attached, outlet box 

type. 



216 Canopy “F,” with Mogul base socket attached, outlet box type. 
“1300” Canopies, listed on pages 20 and 21. 









Shpg. 


No. 




pk g . 


Wt. Lbs, 


1301 


With Medium base socket 


10 


30 


1302 


With Mogul base socket 


5 


20 


1325 


With Medium base socket 


10 


30 


1330 


With Mogul base socket 


5 


20 


217 


Cover “0” for 4" outlet boxes. 






234 


Cover with Arrow Grip Cord for 4" 


Outlet Boxes. 




218 


Medium base sockets with yoke, for Canopies “R” 


and “S.” 



219 Medium base sockets, without yoke. 

220^ Mogul base sockets with yoke, for Canopies “R” and “S.” 




Pull Chain Shurlock 

Socket Socket 



221 Mogul base sockets, without yoke. 

246 Wheeler Pull Chain Socket, medium base with yoke for Canopies 

“R” and “S.” 

247 Wheeler Pull Chain Socket, medium base without yoke. 

Shurlock Sockets — medium base — List extra . $0.40 
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244 




245 



245 



STANDARD FITTINGS — (continued) 

Cast Iron Cord Grip with Rubber Gasket and male thread. 
Pinches cord tightly. 

Standard Iron Stem, 12" x y" iron pipe, with Suspension Loop 
and ports for wire-entry. 

Extra length, per foot. 

Suspension Loop and Fitting with ports for wire-entry only, 
y 2 " female thread. 

Suspension fitting, insulated loop, y" female thread. 

Suspension fitting, plain loop, y n female thread. 

Suspension fitting, cable grip, y" female thread. 

Standard Iron Bracket, 30" x y" iron pipe, with Flange Gal- 
vanized. 

Gooseneck, only, for above. 

Flange, only, for above. 



Size 

Description Box 
Aligner with Steel Cover 4" 



Size Shpg. 

Thread Pkg. Wt. Lbs. 

y io 5 



Loop Suspension Fittings with Shock Absorbers 

Fitting without Stem y ff 10 8 

e 

Fitting with 12" x y n Stem y n 10 18 



Shock Absorbers Only 

Loop Type y" 10 

Ceiling Type y fr 10 

Stem, Bracket or Stud Type y rr 10 



5 

5 

5 



243 
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No. 181-190 



A 




« 





No. 147 




LAMP GUARDS 

Made of heavy wire, spot welded and tinned after 
welding. Slipped over bead on reflector, and drawn 
together by a stove bolt to firmly grip the bead. Means 
provided for attaching padlock when so specified. 



Cat. 


Diam. 


Depth 


Cat. 


Diam. 


Depth 


No. 


Closed 


Over All 


No. 


Closed 


Over All 


181 


6^" 


3" 


186 


13J^" 


4" 


182 


7 Va!' 


3 " 


187 


iSH" 


4" 


183 


8A" 


3 " 


188 


IGA" 


5 " 


179 


9A" 


3 " 


189 


ny s " 


5" 


184 


9H" 


3 " 


190 


2oy s " 


5" 


185 


ny s " 


4" 









FIXTURE GUARDS 

Ceiling Guards 

Hinged to a ring which is secured to the~ceiling by 
three wood screws. A bolt, passing through loops in 
both ring and guard, on the side opposite the hinge, draws 
the parts together. Spot welded and tinned after welding. 
Means provided for attaching padlock when specified. 



Cat. 

No. 


A 


Distance 

B 


C 


D 


281 


12" 


10" 


8" 


11" 


282 


14" 


12" 


9" 


13" 


283 


16" 


14" 


10" 


15" 


284 


18" 


16" 


12" 


17" 


285 


20" 


18" 


14" 


19" 



Two Piece Ceiling Guard 

Substantially made and in two pieces, the upper of 
which — slightly tapered — is secured to the ceiling by 
three wood screws. The lower part is secured to the 
upper by a hinge and snap catch, and a padlock may 
readily be attached. Spot welded and tinned after 
welding. 



Cat. 

No. 


A 


B 


Distance 

C 


D 


286 


14" 


12" 


9" 


13" 


287 


16" 


14" 


10" 


15" 


288 


18" 


16" 


12" 


17" 


289 


20" 


18" 


14" 


19" 


290 


23" 


21" 


15" 


20" 


No. 

147 


Guards for Half Shades 

For Half Shades Nos. 351, 352, 353 


Pkg. 

10 



PRICES ARE FOR GUARDS ONLY 

Lock Guards and Guards of Extra Depth or Special 
Diameter to order. 





THEATER LIGHTING FIXTURES 

Wheeler Exit Boxes 

Wheeler Exit Boxes are made of galvanized iron with 
either a hinged or sliding glass front. They are designed to 
meet all requirements of underwriters and will pass the most 
rigid inspection. Well ventilated. 

Standard glasses, white opal with painted red letters, or 
white opal letters with painted red background. Red letters 
on white background will be furnished unless otherwise 
specified. 

Ruby flashed glass with etched letters supplied to order. 
In ordering, specify color of glass and size of letters. 

No. 

2361 Surface type, 14" long, 7" high, 4" wide 
2364 Flush type, fits in opening 14" long, 7" high and 4" 
deep. Flange all around box 
Extra for Ruby Flashed Glass with etched letters. 

Price includes one socket, but no wiring. 




Wheeler Orchestra Shades 
with 12" Brackets 

1555 1 Lt. Diameter 2 Length 10" 

1556 2 Lt. Diameter 2%", Length 14" 

Price does not include sockets. 

WHEELER NICKEL-PLATED SHOW CASE REFLECTORS 
For 25-Watt Tubular Mazda Lamps 6" Long, 
in Style T-10 Bulb 




No. 

1551 



10 ' 



Reflector only 
Nickeled Tubing, 34" 
Nickeled Elbows, 34" 
Nickeled Tees, 34" 
sections are connected 



by nickeled tubing to 



No. 1551 



fit any size show case. 

1552 Reflector only 

10" sections are screwed to case without tubing. 




No. 1552 

When ordering show case reflectors give : 
Dimensions of show case INSIDE. 
Number of lights. 

Finish. 



SHOW CASE REFLECTOR NO. 1554 
For 25 and 40-Watt Tubular Mazda Lamps, 12" 
Long, in Style T-8 Bulb 

Same general design as No. 1SS2, but longer and with 
a spring loop to support bulb. 

Dimensions: 14J4" long, 234" in diameter, 2" deep. 
Wires are carried in trough along the back. 

1553 Complete with socket and wired 

1554 Reflector without socket or wiring 



Special Designs and Finishes to Order 
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Schedule MA 



PAINTED METAL SHADES 




Nos. 501-505 



Wheeler Metal Shades have a hard Baked Paint Enamel finish, 
white inside, green outside. This highly glossed surface gives 
them an excellent appearance and allows them to be easily cleaned. 
The enamel also protects the shade and insures long life under 
rough usage. 




Nos. 530-532 




Shallow Cone 



White Reflecting Surface — Green Outside 

With 2 %" Collar to fit Standard 234” Holders 



The Wheeler 234” Collar is firmly rolled in the neck of the 
shade.^ It is designed to fit any Standard 234” Holder. 



No. 

501 8” Flat Shade with 234” Collar 

505 10” Flat Shade with 234” Collar 

530 8” Cone Shade with 234” Collar 

532 10” Cone Shade with 234” Collar 

521 8” Shallow Cone Shade with 234” Collar 

523 10” Shallow Cone Shade with 234” Collar 

525 12” Shallow Cone Shade with 234” Collar 



Std. Pkg. 
100 
100 
100 
100 
100 
100 
100 




Nos. 418-419 



With “U” Holder to fit Standard Brass Shell Socket 

The Wheeler “U” Holder consists of a threaded brass neck with 
reinforced shoulders, firmly fitted to the shade. It screws directly 
to the threaded bead on any Standard Brass Shell Socket. 




418 8” Flat Shade with “U” Holder 100 

419 10” Flat Shade with “U” Holder 100 

421 8” Cone Shade with “U” Holder 100 

422 10” Cone Shade with “U” Holder 100 



Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 
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HALF SHADES 



Porcelain Enamel and Painted Finish 
White Inside — Green Outside 




No. 367 




Nos. 347, 348 




No. 353 



Shallow Half Shade to fit Standard Holder 
for 25, 40, 50-watt Inside Frost Lamps 



No. 


Finish 


Lgth. 


Dpth. 


Pkg. 


Shpg. Wt. 
Lbs. 


367 


Painted 


SH" 


m" 


100 


35 



Deep Half Shade with Holder “J” 
for 15, 25 and 50-watt Inside Frost Lamps 

*347 Porcelain En. 4^" SO 30 

*348 Painted 4^" SO 25 

With Holder “0” for Weatherproof Sockets 

*349 Porcelain En. 4^" 50 30 

*350 Painted 4^" 3^" SO 25 

* These reflectors accommodate 25 and 50-watt Mill Type Lamps in 
P-19 bulbs. 

Deep Half Shade to fit Standard Holders 
for 25, 40, 50 and 60-watt Inside Frost Lamps 

353 Painted 5^" 3^£" SO 25 




Nos. 351, 352 



351 

352 



With Holders “J” 

Porcelain En. 5^" 3^" SO 

Painted 5^" 3*^g" SO 



35 

30 



REFLECTORS FOR SPECIAL SERVICE 

For Shoe Factory Stitching Rooms, Sewing Machines, Machine Shop 
Lathes etc. 

Porcelain Enameled Steel Half Reflector, White Reflecting Surface, 
Green Outside. 



No. 320 




Nos. 338, 339 



With Clamp Strap Holders (J) to fit Brass Shell Sockets 
320 25, 40, 50 Medium SO SS 

This reflector can also be furnished equipped with Holder 
“0” if desired. 

Parabola Reflectors with Holders “J” for 
40, 50 and 60-watt Inside Frost Lamps 

338 Porcelain En. 6J4 ,; diam. 50 65 

339 Painted Aluminum 6J^" diam. SO 50 



Reflector ratings up to and including 100-watt sizes are for Inside Frost Lamps 
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Reflector ratings up to and including 100-watt size are for Inside Frost Lamps 



